
CITY OF SHOREVIEW 
AGENDA 

CITY COUNCIL WORKSHOP 
JANUARY 14, 2013 

7:00 P.M. 
 
 
 

1. ROLL CALL 
 

2. DISCUSSION REGARDING CITY CODE AND EMPLOYEE 
HANDBOOK UPDATES 
 

3. STATUS UPDATE REGARDING ENVIRONMENTAL 
PROGRAM—MINNESOTA GREEN STEP CITIES AND 
REGIONAL INDICATORS PROGRAM 
 

4. DISCUSSION REGARDING STREET REHABILITATION 
REQUEST 
 

5. PRESENTATION BY NORTHWEST YOUTH AND FAMILY 
SERVICES 
 

6. OTHER ISSUES 
 

7. ADJOURNMENT 
 















































TO:  MAYOR, CITY COUNCIL, CITY MANAGER 
 

 FROM:  MARK J. MALONEY, PUBLIC WORKS DIRECTOR 
 
DATE:  JANUARY 9, 2013 
 
SUBJ: PAINT LINE REMOVAL ON COLLECTOR STREETS 
 
  
 
Shoreview resident Peter Breyfogle recently appeared before the City Council to share his 
concerns regarding the pavement condition on streets near his home. His comments with the City 
Council reflect the dialog that occurred with City staff last year; copies of that email 
correspondence is attached for reference. His concerns relate to portions of Snail Lake 
Boulevard, Gramsie Road and Victoria Street. See attached map for the street locations. 
 
Mr. Breyfogle’s concern is regarding the condition of the pavement surface of these roadways 
after the City used equipment to grind off the layers of edge line paint prior to last year’s 
sealcoating project.  As discussed in the correspondence with Mr. Breyfogle, at some point in the 
life cycle of the pavement it is necessary to remove the built-up thickness of painted lines so that 
a sealcoat will adhere properly to the asphalt.  The City has been experimenting with methods 
and equipment to find the most cost effective approach to performing this work; last year’s work 
involved roughing up the pavement surface with a skid steer attachment near the edge lines prior 
to sealcoating the road, and in some places this roughness is still noticeable after the sealcoat. As 
pointed out in the attached dialog, we’re continuing to investigate ways to perfect this operation. 
 
I haven’t been able to recommend doing additional work for a few reasons. While the work the 
city crews performed created a one-quarter to one-half inch deep roughness along the pavement 
edges in some places, I do not consider it a significant safety or liability issue for the City. It’s 
actually pretty typical for there to be imperfections in pavement surfaces of city streets, to 
varying degrees, given the normal wear and tear and deterioration from weathering, cracking, 
pothole patching, and utility repairs. A less than perfectly smooth area along the edge of the 
pavement on a portion of street is not an indication of negligence by the City. Our pavement 
management program which uses a 0-100 scale for pavement condition has a goal of maintaining 
the city-wide average pavement condition in the 70-72 range.  This is a realistic goal given the 
resources available to the City for funding street repair and rehabilitation. Even at that relatively 
high average condition, you will find streets throughout the city that vary dramatically in their 
condition, roughness, etc. Accordingly I do not agree that pavement roughness in places along 
the edges of these roads is specifically creating a safety or liability issue for the City. In addition, 
we’ve built and maintained off street multi-use paved trails in these roadway corridors 
specifically for non-motorized users, and the roughed up pavement is in the vicinity of the edge 
lines (as opposed to the driving lanes) and does not impact motorized vehicles.  
 
The estimated cost of restoring the edge line areas of the 3-mile length of streets would be 
significant.  The only feasible method to do this would involve grinding out the pavement a 
depth of 2 inches, for a width of 24 inches, then filling the milled out area with new asphalt, and 



roller compacting. I’ve estimated that the work would require a 4 person crew at least two weeks 
using our own equipment, and the estimated $60,000 of asphalt material for this work alone 
exceeds our annual city-wide budget of $47,000 for street patching materials.  Two of the three 
roadways under consideration (Gramsie Road and Victoria Street) are scheduled to be 
completely rehabilitated via full depth reclamation in 2016, so as a rule we would seek to 
minimize any further investment in surface treatments as that value will be gone when rehabbed.  
 
To date the City has received no other comments or concerns from residents regarding the 
conditions of these streets. Mr. Breyfogle has been in contact with the City’s Bike and Trailway 
Committee and is scheduled to discuss his concerns at their February 2013 meeting. 
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Peter Breyfogle Shoreview's wonderful job of road maintenance this summer. They 
ground out about a foot of surface around the white line somewhere around an inch 
deep in places. Just what every bike rider loves... NOT! 

November 8, 2012 at 8:38pm · Edited 

 

Tom Moldenhauer With Shoreview's dough, they should be able to pave them in 
gold! 

November 9, 2012 at 1:02am · 1 

 

Judd Zandstra I agree. Shoreview has discovered that if you seal coat (not sure 
that's the right term) over painted stripes, the stripes eventually lose adhesion and 
come up leaving a hole in the road. To solve this problem they have started grinding 
down existing stripes before seal coating. Unfortunately the subsequent seal coat 
does not fully fill the troughs created by the grinding. This leaves ridges and areas 
similar to a rumble strip. The resulting pavement is not dangerous but creates an 
unpleasant bicycling experience. Bicyclists tend to avoid these areas near the side 
of the road and ride out further in the traffic lane. 

November 10, 2012 at 9:41am 

 

Peter Breyfogle I think some of the edges are rough enough and deep enough to 
present a safety hazard! No other city or county that I am aware of is taking this 
approach. The priority should be maintaining road surface consistency and usability 
for all road users. Let some of the chip coat come off. It is less unsightly and 
dangerous then this approach. 

November 10, 2012 at 9:44am · Edited 
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